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Introduction

X-861 3DTouch PRO is an ultra HD wheel alignment machine. The height of the camera beam is 
automatically adjusted according to the height of the targets, movable cabinet and beams are built for 
increased productivity. It is an intelligent 3D wheel aligner that can collect ultra-high speed and high-
precision tire data of the vehicle.

Features
§ Remote controlled by wireless touchpad keyboard
§ 5 Gbps transmission bandwidth, USB 3.0 interface
§ 5 MP camera provides better and wider view
§ HD camera lens with temperature compensation function, makes it 

possible for all times and all conditions to work
§ Built for improving productivity by movable cabinet and beam
§ Automatically adjust the height of camera beam in keeping with the 

target height
§ Simple alignment procedure with computer voice reminder
§ Start to use in seconds, no more tedious work of precalibration
§ Body & chassis and tire diameter measurement
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Data Precision Measuring Range

Display accuracy: 1 ‘ / 0,01 / 0,1 mm

Toe-in: ± 2 ‘  ± 20 °

Camber: ± 2 ‘ ± 20 °
Caster: ± 4 ‘ ± 20 °
King pin inclination angle: ± 6 ‘ ± 20 °
Thrust angle: ± 2 ‘ ± 10 °
Wheel track: ± 2 mm 2.500 mm

Wheelbase: ± 2 mm 4.000 mm

Tyre Diameter: ± 2 mm 1.000 mm

Camera resolution: 5 MP

Screen: 27 “
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Technical Data
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Order Information

Product name: X-861 PRO Database X-861Pro
Article number: LE-X861PR-702020047 DB-WA-04
Package info: 1.310 mm × 750 mm × 820 mm

2.760 mm × 390 mm × 420 mm
Total weight 204 kg
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Accessories

§ Coated fixture claw for standard wheel clamp
Rubber coated standard claws of standard wheel clamp

§ Set of coated fixture claw
Set of 16 pcs. Of rubber coated standard claws of standard wheel clamp

§ Quick clamp
Three point holder, no contact to rim, set of two pieces

§ Steering wheel aligner

§ Spirit level for steering wheel
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Order Information Accessories

Product 
name:

Coated fixture claw
(1 pc.)

Coated fixture claw set
(16 pcs.)

Quick clamp
(2 pcs.)

Spirit level for steering Steering wheel aligner

Article 
number: AC-WA-MAT BU-SET-23-X861PR-04 AC-WA-606010273 AC-WA-2004940 AC-WA-SWA

Package info: 90mm×20mm×20m
m
Total weight 0,08kg

140mm×80mm×80mm
Total weight 1,3kg

2 pcs.
295mm×195mm×30mm
6 pcs. 
470mm×320mm×150mm
6 pcs. 
200mm×85mm×25mm
Total weight 7kg

400mm×150mm×150mm
Total weight 0,7kg

705mm×150mm×110mm
2 pcs.
290mm×255mm×70mm
Total weight 3,5kg
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